
C007JP

一般平縫 / 下擺車縫
General Seaming/
Bottom Hemming

C007JP-W125-2□□/CH 2 4 4.0/ 4.8/ 5.6 1.4-3.6 0.3~2.9  5/7 UYX128GAS#10 6000

C007JP-W125-3□□/CH 3 5 5.6/ 6.4 1.4-3.6 0.3~2.9   5/7 UYX128GAS#10 6000

左切刀修布下擺車縫
Bottom Hemming 

with Left Side Fabric

C007JP-W815-2□□/CRL/RL 2 4 4.0/ 4.8 1.4-3.6 0.3~2.9  5/7 UYX128GAS#10 6000

C007JP-W815-3□□/CRL/RL 3 5 5.6/ 6.4 1.4-3.6 0.3~2.9   5/7 UYX128GAS#10 6000

C007JP-U815-2□□/CRL/RL 2 3 4.0/ 4.8 1.4-3.6 0.3~2.9  5/7 UYX128GAS#10 6000

C007JP-U815-3□□/CRL/RL 3 4 5.6/ 6.4 1.4-3.6 0.3~2.9   5/7 UYX128GAS#10 6000

C007JP-W815A-2□□/CRL/RL 2 4 4.0/ 4.8 1.4-3.6 0.3~2.9  5/7 UYX128GAS#10 6000

C007JP-W815A-3□□/CRL/RL 3 5 5.6/ 6.4 1.4-3.6 0.3~2.9   5/7 UYX128GAS#10 6000

C007JP-U815A-2□□/CRL/RL 2 3 4.0/ 4.8 1.4-3.6 0.3~2.9  5/7 UYX128GAS#10 6000

C007JP-U815A-3□□/CRL/RL 3 4 5.6/ 6.4 1.4-3.6 0.3~2.9   5/7 UYX128GAS#10 6000

鬆緊帶上帶邊縫
附左切刀

Elastic Attaching 
with Left Fabric 

Trimmer

C007JP-W825-2□□/CRL/CL/RL 2 4 4.0/ 4.8 1.4-3.6 0.3~2.9  5/7 UYX128GAS#10 6000

C007JP-W825-3□□/CRL/CL/RL 3 5 5.6/ 6.4 1.4-3.6 0.3~2.9   5/7 UYX128GAS#10 6000

C007JP-U825-2□□/CRL/CL/RL 2 3 4.0/ 4.8 1.4-3.6 0.3~2.9  5/7 UYX128GAS#10 6000

C007JP-U825-3□□/CRL/CL/RL 3 4 5.6/ 6.4 1.4-3.6 0.3~2.9   5/7 UYX128GAS#10 6000

S P E C I F I C A T I O N S規  格  

C007JP  SERIES
FEATURES

應愛好者要求，送具調整回歸過往C007J 
方式，同時承襲三針車優良進化

C007J comes back due to many customers’ request. The 
feeding mechanism is J type. Also, it is improved with new 
trimmer and thread take-up lever.

雙天秤挑線控線組
全新雙天秤挑線控線組的設計，縫製厚、薄布料皆適用，車縫適用範圍更廣，適用
性更高

Dual Thread Take-up Mechanism
The brand new design of dual thread take-up lever thread tension combination is ideal for both heavy 
and light fabric. Sewing applicable range is wider and the applicability is higher.
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